voestalpine Krems Finaltechnik

EG-DECLARATION OF PERFORMANCE c €

IN ACCORDANCE TO CONSTRUCTION PRODUCT
REGULATION (EU) NR. 305/2011

No. of declaration of performance: B201DoP2014

Type: KREMSBARRIER 2 MH3C for pile driving ground
The System is a rammed, double-sided acting vehicle restraint
system for roads.

Manufacturer: voestalpine Krems Finaltechnik GmbH
SchmidhttenstraBe 5
A-3500 Krems/Donau
Tel. +43/50304/14-686

System of assessment: System 1

Certification Centre: TUV SUD Landesgesellschaft
Osterreich GmbH
Arsenal, Objekt 207
A-1030 Wien

EU-Notifizierungsnummer: 0531

Certificate of constancy of

performance No.: 0531-CPR-1317-1365
Declared performance: Containment level L3
Impact severity A
Norm. working width W5
Norm. dynamic deflection 1,3 m
Norm. vehicle intrusion VI8
Durability S235JR, S355J0, galvanized
acc. to EN ISO 1461
Resistance to snow removal Class 4
Harmonised technical EN 1317-5:2007
specification +A2:2012/AC:2012

The performance of the product is in conformity with the above mentioned performance.
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