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ONE STEP AHEAD.

SAFETY BARRIERS
KREMSBARRIER 1 RH2

Roadside Restraint System with lower guardrail
suitable for pile driving ground conditions

01/2015

product specification sheet C105/1

tested in accordance with EN 1317-2:
containment level: H2
impact severity level: A
working width: W5
system test length: 15 sections or 57,00m, without driving

EG certificate of conformity: 0184-CPD-2010
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THB M16 x 50-4.6 + nut

1 pcs / intermediate post
30-001.0990E

THB M16 x 50-4.6 + nut

THB M16x35-4.6 + nut

3 pcs / joint
washer disc 18 x 4

1 pcs / joint

30-001.0990E

30-001.0995E

additional sections H2
30-021.3800-

washer disc 18 x 4

6 pcs / joint

THB M16 x 35-4.6 + nut

guardrail S1
30-011.3800- lug 2 x 50 x 120

THB M10 x 25-4.6 + nut
washer disc 11
1 pcs / post

30-001.1830D

1 pcs / post

round impact absorber
30-001.1810C

sliding profile

30-001.2721D
V140-post 2,00m

KREMSBARRIER 1 RH2

V140-post 2,50m
30-001.2721D
for slopes

bzw.

hex bolt M10x25-4.6 + nut
washer disc 11
2 pcs / post

for driving see C103 and D111
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Roadside Restraint System with lower guardrail
suitable for pile driving ground conditions

product specification sheet C105/2
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installation drawing

guardrail S1

round impact absorber

sliding profile

V140-post

additional section H2

C
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B
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hex bolt M10 x 25

THB M16 x 50

THB M16 x 35

THB M16 x 35

THB M10 x 25

B

E

D

THB M16 x 35

A
C

lug 120x50x2
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Roadside Restraint System with lower guardrail
suitable for pile driving ground conditions

product specification sheet C105/3


