


FEATURES
»  Car parking space width : standard 2.5m. 

On demand 2.4 and  2.6m (larger volumes)
» Frame distance D: every 2 car parking spaces
» Height clearance H : 2.8m
» Roof width W : 5.4m  
» Universal for all solar PV module types 

(portrait or landscape orientation)

BENEFITS
» Easy access, no obstructive posts when opening doors
» �4�X�L�F�N�����H�D�V�\���D�Q�G���H�I�����F�L�H�Q�W���L�Q�V�W�D�O�O�D�W�L�R�Q

SCOPE OF DELIVERY BY VOESTALPINE SADEF
» �$�O�O���I�U�D�P�H���F�R�P�S�R�Q�H�Q�W�V���D�Q�G���P�X�W�X�D�O�������[�L�Q�J�V
» �$�V�V�H�P�E�O�\���L�Q�V�W�U�X�F�W�L�R�Q�V���D�Q�G���S�U�R�M�H�F�W���V�S�H�F�L�����F���W�H�F�K�Q�L�F�D�O���V�X�S�S�R�U�W

MATERIALS
» High strength steel with ZM corrosion resistance
» Connection parts and fasteners HDG corrosion resistance

ROOF SYSTEM
» Solar PV mounting system on rails (not included)
» Solar PV on trapezoidal steel cladding (not included)

WIDE APPLICABILITY
» �&�R�Q�W�D�F�W���X�V���I�R�U���D���S�U�R�M�H�F�W���V�S�H�F�L�����F���Z�L�Q�G���D�Q�G���V�Q�R�Z���O�R�D�G���F�K�H�F�N��

TO BE CARRIED OUT/PROVIDED BY CUSTOMER
» �&�R�Q�����U�P�H�G���V�R�O�D�U���S�D�Q�H�O���O�D�\�R�X�W
» �&�R�Q�����U�P�H�G���F�O�D�G�G�L�Q�J���D�Q�G�������Q�L�V�K�L�Q�J�����3�9���P�R�G�X�O�H����

solar mounting system, steel cladding)
» �*�X�����H�U�L�Q�J�����Z�D�W�H�U�������R�Z���D�Q�G���G�U�D�L�Q�D�J�H���P�D�Q�D�J�H�P�H�Q�W
» Design and supply of foundations and anchors
» Installation

FOUNDATIONS
» Acting forces on foundations can be supplied 

by voestalpine Sadef on request
» �3�U�R�M�H�F�W���V�S�H�F�L�����F���I�R�X�Q�G�D�W�L�R�Q���G�H�V�L�J�Q���L�V���W�K�H���U�H�V�S�R�Q�V�L�E�L�O�L�W�\��

of the customer and his geotechnicien.
» voestalpine Sadef  is not taking any 

responsibility on foundation design.
» The type of foundtaion to use depends on 

the nature and quality of the soil. 

FLEXPARK F: TECHNICAL DETAILS
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