
Pole sheets data sheet   |   page 1/3   |   10/2022

Pole sheets

Hot-rolled pole sheet steels are manufactured 
exclusively in the integrated metallurgical facility 
of voestalpine Stahl. The most modern manufac-
turing technologies, continuous quality control 
systems and intensive research and development 
at the production site guarantee optimized pro-
duct quality.
Standard grades are pursuant to Euronorm EN 
10265:1995 (corresponding to IEC 404-8-5). Spe-
cial voestalpine grades are also supplied.
The steel can be heat-treated and/or stress-re-
lief-annealed between 530 and 580 °C. Should 
heat treatment above 580 °C be necessary, plea-
se contact our quality control department.

Convincing advantages 
	» Best laser cutting and punching properties
	» Minimal inherent stress
	» Efficient laser cutting based on micro-scale 
surface with best insulation

	» Narrowest flatness, shape  
and dimensional tolerances

	» Minimum deviation in thickness  
across sheet width

	» Excellent magnetic properties
	» Homogeneous mechanical properties

Thermomechanically rolled steels  
with guaranteed magnetic properties
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voestalpine Steel Division 
www.voestalpine.com/steel

PREMIUM QUALITY 
WITH REDUCED
CARBON FOOTPRINT
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Steel grade
Test 

direction

0.2 % yield  
strength
Rp0.2 min.

[MPa]

Tensile strength
Rm min.
[MPa]

Magnetic polarization Minimum value at 1)

Elongation 
min. [%]

5000 A/m
J50
[T]

15000 A/m
J150

[T]A80 A5

Standard grades pursuant to EN 10265:1995, corresponding to IEC 404-8-5

250-TG-180 transverse 250 350 22 26 1.60 1.80

300-TG-180 transverse 300 400 20 24 1.60 1.80

350-TG-179 transverse 350 450 18 22 1.55 1.79

400-TG-179 transverse 400 500 16 19 1.55 1.79

450-TG-179 transverse 450 550 14 17 1.54 1.79

500-TG-179 transverse 500 600 12 14 1.53 1.79

550-TG-178 transverse 550 650 12 14 1.52 1.78

600-TG-178 transverse 600 700 10 12 1.50 1.78

650-TG-178 transverse 650 750 10 12 1.48 1.78

700-TG-178 transverse 700 800 10 12 1.46 1.78

Special voestalpine grades 2)

750-VA-175
longitudinal + 

transverse  
750 800 10 12 1.46 1.75

Measurement of fracture elongation �A80 for thicknesses < 3 mm 
A5 for thicknesses ≥ 3 mm

1) DC (Direct current)
2) Additional high-strength and ultra-high-strength steel grades upon request.

Mechanical and magnetic properties: Tensile test/magnetic polarization 
Standard grades pursuant to EN 10265:1995, corresponding to IEC 404-8-5 
and ultra-high-strength special voestalpine grades
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voestalpine Stahl GmbH 
voestalpine-Straße 3
4020 Linz, Austria
productmanagement@voestalpine.com
www.voestalpine.com/steel

The information and product properties contained in this printed material are non-binding and serve the sole purpose of technical orientation. They do not replace individual advisory services provided 
by our sales and customer service teams. The product information and characteristics set forth herein shall not be considered as guaranteed properties unless explicitly stipulated in a separate 
contractual agreement. For this reason, voestalpine shall not grant any warranty nor be held liable for properties and/or specifications other than those subject to explicit agreement. This also applies 
to the suitability and applicability of products for certain applications as well as to the further processing of materials into final products. All application risks and suitability risks shall be borne by the 
customer. The General Terms of Sale for Goods and Services of the voestalpine Steel Division shall apply to all materials supplied by the voestalpine Steel Division and can be accessed using the following link:  
www.voestalpine.com/stahl/en/The-Steel-Division/General-Terms-of-Sale

Technical changes are reserved. Errors and misprints are excepted. No part of this publication may be reprinted without explicit written permission by voestalpine Stahl GmbH.

Dicke [mm]

Steel grade 2.00 2.50 3.00 3.50 4.00 5.00 6.00 12.00

Standard grades pursuant to EN 10265:1995, corresponding to IEC 404-8-5

250-TG-180 1620 1620 1620 1620 1620 1620 1620 1620

300-TG-180 1620 1620 1620 1620 1620 1620 1620 1620

350-TG-179 1500 1620 1620 1620 1620 1620 1620 1620

400-TG-179 1350 1620 1620 1620 1620 1620 1620 1620

450-TG-179 1350 1620 1620 1620 1620 1620 1620 1620

500-TG-179 1280 1480 1620 1620 1620 1620 1620 1620

550-TG-178 1280 1480 1620 1620 1620 1620 1620 1620

600-TG-178 1280 1480 1620 1620 1620 1620 1620 1620

650-TG-178 1250 1380 1510 1620 1620 1620 1620 1620

700-TG-178 1250 1380 1510 1620 1620 1620 1620 1620

special voestalpine grades

750-VA-175 1250 1380 1510 1620 1620 1620 1620 -

Available only as cut sheets with trimmed or mill edge.
Additional dimensions upon request.

Example dimensions 
Maximum width per thickness

Please find further information  
and downloadable files at

www.voestalpine.com/Produktinformationsportal

All products, dimensions and steel grades listed in each voestalpine supply range are available as greentec steel Edition.

Max. carbon footprint 2.10 kg CO2e per kg of steel 1)

1) per EN 15804+A2 (EPD methodology) cradle to gate

Premium quality with reduced carbon footprint Hot-rolled steel strip – greentec steel Edition


