












Data sheet isovac HP NO30-22 Y250  |   page 7/7  |   06/2020

voestalpine Stahl GmbH 
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4020 Linz, Austria
productmanagement@voestalpine.com
www.voestalpine.com/isovac

The information and product properties contained in this printed material are non-binding and serve the sole purpose of technical orientation. They do not replace individual advisory services provided 
by our sales and customer service teams. The product information and characteristics set forth herein shall not be considered as guaranteed properties unless explicitly stipulated in a separate 
contractual agreement. For this reason, voestalpine shall not grant any warranty nor be held liable for properties and/or specifications other than those subject to explicit agreement. This also applies 
to the suitability and applicability of products for certain applications as well as to the further processing of materials into final products. All application risks and suitability risks shall be borne by the 
customer. The General Terms of Sale for Goods and Services of the voestalpine Steel Division shall apply to all materials supplied by the voestalpine Steel Division and can be accessed using the following link:  
www.voestalpine.com/stahl/en/The-Steel-Division/General-Terms-of-Sale

Technical changes are reserved. Errors and misprints are excepted. No part of this publication may be reprinted without explicit written permission by voestalpine Stahl GmbH.

Please find further information 
and downloadable files at

www.voestalpine.com/isovac

Available Dimensions

Grade named
according to isovac®

Delivery form Width
[mm]

Length
[mm]

isovac HP NO30-22 Y250
Wide strip / Slit strip 19 – 1320 -

Cut-to-length sheets 300 – 1320 300 – 5000

Grade named
according to isovac®

Uncoated C-3 Backlack C-5 C-6

isovac HP NO30-22 Y250

Deliverable coating systems

Available On request


